
FAMILY TENT 

Two Doors (Front & Rear) + Two Large Windows On Both Lateral Sides With PE Flaps Without 
Mesh For Better Ventilation. Inner Tent Roof Has a Large Ventilation Flap On The Ridge & 
Ventilation Opening On Front & Rear Tent Roof (35 x 40 cms).
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PROOF
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PROOF

(IFRC Standard) 

Dimensions

Length x Width 6.60 x 4.00 Meter

Outer | Inner Surface Area 23.00 | 15.00 m2

Center | Side Wall Height 2.20 | 1.25 Meter

Length x Width Inner Tent 3.80x3.95 Meter

Center | Side Wall Height 2.10 | 1.15 Meter

Door Height  1.40 Meter

Capacity 5 Persons

Specifications

Fabric Outer Tent Roof: 350 GSM (+/-15%) Polyester 
Cotton - Water, Rot Proof + UV Resistant.

Outer Tent Wall: 200 GSM (+/-10%) Polyester 
Cotton - Water, Rot Proof + UV Resistant.

Outer Tent Wall Flap: 180 GSM (+/-5%) PE

Inner Tent: 130 GSM (+/-5%) Polyester Cotton 
- Rot Resistant.

Ground Sheet & Mud Flap: 180 GSM (+/-5%) 
PE



For more 
information visit  
nizamcanvas.com

FAMILY TENT (IFRC STANDARD)

Accessories

Packing

Complete With Metal Poles, Hammer, Iron 
Pegs, Ropes, Pins, Assembly Instruction, Etc

Tent In a PE Bag With Separated Webbing 
Bands + Handle

Loading  
20' 150 Units | 40' 300 Units | 40' 330 Units 

Marking  On Request

Packed Qty on a Pallet  15 Units Per Metal 
Stackable Pallets

Packing / Shipping 

Dimensions    |   Weight   |   Volume Packed
220x27x27 cm      58 Kg             0.16 Cbm

Dimensions     |   Weight   |   Pallet Volume 
230x105x112,5 cm  920 Kg        2.717 Cbm


